
Standards and
Approvals

EN 420:2003 +
A1:2009

EN 388:2016

4131X

EN 388:2003

4131

EN 374-1:2016/
Type B

KLMPT

EN 374-5:2016

0,65

109.8135

Vinyl/PVC Chemical Resistant Gloves
Chemstar®

Seamless nylon liner

• Highly durable.
• Soft with outstanding grip in dry, wet & oily conditions.
• Flexible, and less tiring to the hand.
• Easier to get on and off.
• Special double-dipped vinyl/PVC coating.
• Sanitized® treated to prevent bacteria growth and promote freshness.

Suitable for:
Refining – Oil and Petrol | Handling acids, caustics and solvents | Petrochemicals | Public
utilities.

Waterproof Oil Repellent

INDUSTRY:

Agriculture

Food Processing

Chemical

Fishery

Maintenance

Oil, Gas and Mining

Waste/recycling

STANDARDS AND
APPROVALS:

EN 420:2003 + A1:2009

EN 388:2003

EN 388:2016

EN 374:2016

CE Cat.III

PROTECTION AND
RESISTANCE:

Abrasion Resistant

Chemical Protection

Waterproof

Oil Repellent

Tear Resistant

PRODUCT DETAILS

Material : Vinyl/PVC

Liner material : Nylon

Grip design : Sandy

Grip : Dry, Wet, Oil

Glove fit : Normal fit

Size : 8 | 9 | 10 | 11 | 12

Length : 35 cm

Thickness : 3 ± 0.3 mm

Color : Black, Green

PACKING / TRANSPORT

Sales Units Per Bundle: 6

Sales Units Per Outer Case: 60
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